Specifications

Qualitdt - Service - Just in Time

LEAD

Industrie-PC Komponenten

IP-AMTS8P

Mini ITX

Intel® Pentium® M
Intel® 855GME
LAN

VGA, LVDS

Audio

IEEE 1394

CF

2 COM

Form factor

Mini ITX

Processor Intel® Pentium® M
Intel® Celeron® M

Socket 479

Bus Speed (FSB) 400 MHz

Chipset Intel® 855GME

BIOS AWARD® Bios

System-Memory

1 x 184 Pins DIMM Socket
supports up to 1GB DDR-SDRAM, (200/266/333)

On-Board IDE

2 x EIDE ports, UDMA 66/100

On-Board FDD

1 x Floppy-device

On-Board Multi-1/0

1 parallel SPP/EPP/ECP port
2 serial RS-232 ports

On-Board SSD

Socket for CompactFlash™

Keyboard PS/2 and 6-pin header
Mouse PS/2 and 6-pin header
UsB 6 ports, USB 2.0
Fire Wire VIA® VT6307S

Two IEEE- 1394 ports
Watch Dog Timer 256 levels
Expansion Slot 1 x PCI

Other features

On-Board VGA

Intel® 855GME, CRT, LVDS

On-Board LAN

Intel® 82562, 10/100 Base-TX Ethernet, RJ-45

On-Board Audio

AC97 5.1 Audio codec

Operating temperature

0°C — 60°C

Storage temperature

-20°C — 80°C

Relative humidity

10% - 90%, non condensing

Dimensions

170mm x 170mm
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