Features

22x optical and 10x digital zoom
600 TV lines horizontal resolution
3DNR noise reduction

Enhanced sensitivity with 256x DSS (Digital Slow Shutter) .

Extended wide dynamic with D-WDR

Sensor

information

e HSBLC: Highlight Suppression BLC

e 8 privacy zones
e Day/night mode

6,35mm / 1/4" CCD
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EQ 2250 - 6,35mm (1/4") 22x day / night motorzoom camera with
82 WDR, high resolution
220%50a |

Remote control by RS-485 and DC lens control

Effective pixels

752 x 582 (PAL)

Horizontal resolution 600 TV lines

Light sensitivity 0,6 lux (F = 1.6. AGC high, DSS off, 30 IRE)

S/N ratio > 50 dB (AGC off)

Video output BNC socket, composite 1 Vp-p / 75 Ohm

Lens autofocus zoom lens 3,9 ~ 85,8 mm, DC Iris, 22x optical zoom (+10x digital zoom)
Day/night control automatic, manual, contact

WDR adjustable WDR zone and level

Min. object distance

1cm (wide) up to 1 m (tele)

DSS Digital Slow Shutter

auto, manual, off (2x ~ 256x)

Remote control

RS-485 (Pelco-P / D), 2400 ~ 38400 baud, DC OSD and lens control (+/- 5V DC)

Back light compensation

HSBLC on / off, BLC on / off, adjustable BLC zone

Camera title

max. 20 characters, 16 colours

Power source

12V DC +/- 10%

Power consumption 3Wmax.

Ambient temperature 0°C ~ +50°C
Humidity 20 ~ 85%
Dimensions (WxHxD) 48x 51,6 x 885 mm
Weight 2109
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6,35mm (1/4") 22x day/night motorzoom camera with WDR, high resolution, 12V DC

AP12A122E0

Power supply, 230V AC/ 12V DC, 600 mA
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Focused on you!




